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NOTES 5'-15'01‘&_1« 8 walls
1. All concrete shall be Class "C". 6'~1"Dia. for 12 walls
2. Manholes shall be built of brick, precast solid concrete blocks, or cast
in place concrete. " ~»
3. Precast manholes may be used in lieu of the design shown hereon, CLASS 'C
uniess otherwise required by the plans.
4, If precast manholes are used, joints to meet item 604.06
5. Precast manholes must be in accordance with ASTM—C—478.
6. Precast manholes must be set on foundation of No. 57 stone, 6 inch min. thickness.
Diam. Depth Range (H) — Top of casting to invert
Class g 10 17 15" 18" 27 24 27
A 2.4 to 3.8'j2.5' to 3.8']2.6' to 3.9'|2.8' to 4.0'|12,8' to 4.2'|3.0' to 4.3'|3.1' to 4.4'|3.3' to 4.5’
B 3.8 to 5.7'({3.8' to 5.8{3.9' to 6.0'|4.0' to 6.3'|4.2' to 6.5'(4.3' to 6.8'|4.4' to 7.0'|4.5 to 7.3’
C 5.7 and up| 5.8’ and up| 6.0’ ond up| 6.3 and up| 6.5 and up| 6.8° and up| 7.0’ and up|{ 7.3° and up
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